
Part No. # A9118                                       

Packing: - 300gm/500 ml, Aerosol Cans.

Disclaimer: 

Information in this literature is to the best of our knowledge, true and accurate. However, since condi�ons under products may be used 

are beyond our control, recommendation are made without warranty or guarantee. 

ON-LINE CONTACT CLEANER 
          (Safety Solvent)

STORAGE & SHELF LIFE: The product may be stored at normal ambient temperature and has a shelf life of not less 2 
years with correct storage. Aerosol should always be stored below 50℃, away from direct heat and naked flame.

TECHNICAL SERVICE: AARNA LUBE PVT LTD. provides technical support under the program of research and 
development. For any enquiry contact us at details provided below.

PRECAUTIONS:
Can is under high pressure. Do not puncture or incinerate it even when apparently empty. Store 
below 50℃ . Use in well ven�lated areas. Do not spray into or around open flames and sparks. 
Exposure to heat, which exceeds 120℃, may cause bus�ng of the can. Keep out of reach of 
children.

TECHNICAL DATA SHEET
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DESCRIPTION: No CFC’s, Nonflammable, non-conduc�ve, non-corrosive, ultra high Di-electric 
strength, high KB value, fast drying “on-line” cleaner & degreaser. Leave’s no s�cky film, 
powdery or oily residue. Combina�on of least toxic, user and workplace friendly solvents. 
Provides powerful consistent cleaning.

APPLICATION AREAS: Insulators, bus-bars, generators, commutators, cable ends, slip-rings, 
connectors. Prevents short circui�ng, leakages, fire hazards etc. 

CHEMICAL AND PHYSICAL PROPERTIES

 PHYSICAL STATE LIQUID

APPEARANCE COLOURLESS

SOLUBILITY IN H2O INSOLUBLE

PROPELLANT GAS Co2

KB VALUE 125

DIELECTRIC STRENGHT 18-30KV

FLAMMABLE   NO
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